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Bright Bi-Polar 9mm Bayonet 
LED Bulb for Multiple-Voltage Applications

Features

• Maintenance-Free

• Easy Installation

• Low Power, High Intensity

• Sunlight-Visible

• Solid-State: High Shock and 
Vibration ResistantFeatures

• Long Life: 50,000+ Hours

• Colors Do Not Fade with Use

• Works Behind All Lens Colors

• Center Contact Polarity: Bi-Polar

• 5mm (T1¾) Extra Warm White LED
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Applications
• Indicator Lights for Instrumentation

• Panel-Mount Pilot Lights

Options
• Other Colors and Voltages Available 

for Large-Volume Requirements

• Volume Pricing Available

Smart B320-XIW LED Bulb Supports Voltages from 6 Volts DC to 48 Volts DC

 Dimensions in inches [mm]

Replaces Incandescent: 
6MB, 44, 47, 755 (5/6V) 12MB, 756 (12/14V) 24MB (24V) 313, 757, 1819, 1829 (28V) 48MB (48V)

Direct Incandescent Replacement — Up to 90% Energy Savings

Speci�cations subject to change without noticeSpeci�cations

Part Number

B320-XIW-6/48V

LED Color

 WarmWhite

Voltage

standard Voltages
from 6V to 48V DC

If (mA), typ

10

Beam Angle

40˚

Color Temp.

3000K

Iv (mcd), typ

6500
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